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Spread: 28.0°Narrow

Throw: 58.1°Short

SLI (glare) 7.7 Tight

CIE Classification: Cutoff - Max: C=165.0°Gamma= 59.0°
|ES Classification: Cutoff

KB1
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DLOR 99.99688 %
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Efficiency 99.99688 %
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Glare Index D6
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OREGON Led Street Light
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Typz Part N° Dimensions  Weight LED Flux °Kelvin Power Pole@ Packing box Packing box
[rrrn) kg [Rebel ] (Im) (Wmax) (mm) dimensions  weight
(mm) (kg)
OREGON @ BLU10840060G  30UxBU0x100 13 80  ©Ox105Lm 4000° 74 65 850x350x180 14
OREGON @ BL010850060G  280x620x100 13 60 60x105Lm 5000° 74 65 850x350x180 14
OREGON @ BL010865060G  280x620x100 13 60 60x105Lm 6500° 74 65 850x350x180 14

B B LED STREET LIGHT A

- Lampione stradale a Led per pali g 65mm - asse 90°/180° “—> .
- Alimentazione universale 100+250V; AC 50+60Hz
- Power Factor > 0,95

- Involucro IP65 verniciato con epossidica grigia

- Temperatura ambiente operativa -20...+50°C B
- Utilizza 60 Led Rebel ANSI

- Disponibili file ottici Eulumdat ( .Idt) e iesna (.ies)

=& LED STREET LIGHT
- Led street light for poles @ 65mm - 90°/180°axis

- Universal input: 100+250V AC 50+60Hz C(lx) b
- Power factor >0,95 o =
- IP65 case and epoxy grey painting Internal driver QLT IP65

- Working range: -20°C + +50°C
- Equipped with 60 led Rebel ANSI
- Available files: Eulumdat ( .Idt) and iesna (.ies)

B STREET LIGHT LED v

- StraRenleuchte fur Rohr-Durchmesser g 65mm - 90°/180° axe ‘,/
- Universale Eingangspannung: 100250V AC 50+60Hz v

- Leistungsfaktor: >0,95
- Graue Epoxy-Lackierung — IP65

- Betriebstemperatur: -20°C + +50°C

- Mit 60 led Rebel ANSI besttickt

- Eulumdat(.Idt) und iesna (.ies) files verflighar

. . LED STREET LIGHT Lifetime: 60.000 hours (B10L75@45°C ambient)

<
- Candelabre a Led pour des mats de @ 65mm - axe 90°/180° D \@
- Alimentation universelle: 100+250V AC 50+60Hz N o S
- Facteur de puissance: >0,95 S §& 8 o
- Finition avec du vernis epoxy gris — IP65 > & b\‘co“ N $
- Température de fonctionnement: -20°C + +50°C N S & § \S\ S
- Monté avec 60 led Rebel ANSI s & & & 5 §
- Documentation disponible: Eulumdat (.Idt) et iesna (.ies) bg\;” $\ & & § J\\',;;'\ (g%
N N N AN

f & & $ & & &
I
s LED STREET LIGHT CE3|7,50(8,00/21,0(0,50| 0,0 | 15
- Alumbrado public por led para postes @ 65mm - eje 90°/180°
- Entrada universal: 100+250V AC 50-60Hz CE4 (7,00|8,00(25,0(0,50| 0,0 | 13
- Factor de potencia: >0,95
- Caja IP65 y pintura de epoxy gris s1 |6,00/8,00(22,0[050| 0,0 | 18
- Temperatura de funcionamiento: -20°C- +50°C
- Equipado con 60 led REBEL ANSI S2 |16,50(8,00|285(050| 0,0 | 12
- Disponibles archives: Eulumdat (.Idt) e iesna (.ies)
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Spread: 28.0°Narrow
Throw: 58.1°Short
SLI (glare) 7.7 Tight

CIE Classification: Cutoff

|ES Classification: Cutoff
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- Max: C=165.0°Gamma= 59.0°

Roads Graphics

ETA = 100.00%
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DLOR 99.99688 %
ULOR 0.00000 %
Efficiency 99.99688 %
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Glare Index D6
Luminous Intensity Class G5
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All measurements performed by:
POLITECNICO DI MILANO UNIVERSITY
INDACO LAB

Inclinazione apparecchio = 0.0
Marciapiede Strada
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Spread: 34.7°Stretto
Throw: 51.5°Corto
SLI (abbagliamento) 7.1 Ristretto

DLOR 99.99999 %
ULOR 0.00000 %
Rendimento 99.99999 %
RN 0.00000 %
Indice Abbagliamento D6

Classificazione CIE: Cutoff - Max: C=25.0°Gamma= 52.0°
Classificazione IES: Cutoff
KB1

Classe Intensita Luminosa G5






